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the roadway crossing the railroad 
tracks. 

(b) If the railroad and the public au-
thority cannot reach agreement to file 
a joint petition, either party may file a 
request for a waiver; however, the fil-
ing party must specify in its petition 
the steps it has taken in an attempt to 
reach agreement with the other party, 
and explain why applying the require-
ment that a joint submission be made 
in that instance would not be likely to 
contribute significantly to public safe-
ty. If the Associate Administrator de-
termines that applying the require-
ment for a jointly filed submission to 
that particular petition would not be 
likely to significantly contribute to 
public safety, the Associate Adminis-
trator shall waive the requirement for 
joint submission and accept the peti-
tion for consideration. The filing party 
must also provide the other party with 
a copy of the petition filed with FRA. 

(c) Each petition for waiver must be 
filed in accordance with 49 CFR part 
211. 

(d) If the Administrator finds that a 
waiver of compliance with a provision 
of this part is in the public interest and 
consistent with the safety of highway 
and railroad users, the Administrator 
may grant the waiver subject to any 
conditions the Administrator deems 
necessary. 

§ 222.17 How can a State agency be-
come a recognized State agency? 

(a) Any State agency responsible for 
highway-rail grade crossing safety and/ 
or highway and road safety may be-
come a recognized State agency by sub-
mitting an application to the Associate 
Administrator that contains: 

(1) A detailed description of the pro-
posed scope of involvement in the quiet 
zone development process; 

(2) The name, address, and telephone 
number of the person(s) who may be 
contacted to discuss the State agency 
application; and 

(3) A statement from State agency 
counsel which affirms that the State 
agency is authorized to undertake the 
responsibilities proposed in its applica-
tion. 

(b) The Associate Administrator will 
approve the application if, in the Asso-
ciate Administrator’s judgment, the 

proposed scope of State agency in-
volvement will facilitate safe and effec-
tive quiet zone development. The Asso-
ciate Administrator may include in 
any decision of approval such condi-
tions as he/she deems necessary and ap-
propriate. 

Subpart B—Use of Locomotive 
Horns 

§ 222.21 When must a locomotive horn 
be used? 

(a) Except as provided in this part, 
the locomotive horn on the lead loco-
motive of a train, lite locomotive con-
sist, individual locomotive or lead cab 
car shall be sounded when such loco-
motive or lead cab car is approaching a 
public highway-rail grade crossing. 
Sounding of the locomotive horn with 
two long blasts, one short blast and one 
long blast shall be initiated at a loca-
tion so as to be in accordance with 
paragraph (b) of this section and shall 
be repeated or prolonged until the loco-
motive occupies the crossing. This pat-
tern may be varied as necessary where 
crossings are spaced closely together. 

(b)(1) Railroads to which this part ap-
plies shall comply with all the require-
ments contained in this paragraph (b) 
beginning on December 15, 2006. On and 
after June 24, 2005, but prior to Decem-
ber 15, 2006, a railroad shall, at its op-
tion, comply with this section or shall 
sound the locomotive horn in the man-
ner required by State law, or in the ab-
sence of State law, in the manner re-
quired by railroad operating rules in ef-
fect immediately prior to June 24, 2005. 

(2) Except as provided in paragraphs 
(b)(3) and (d) of this section, or when 
the locomotive horn is defective and 
the locomotive is being moved for re-
pair consistent with section 229.9 of 
this chapter, the locomotive horn shall 
begin to be sounded at least 15 seconds, 
but no more than 20 seconds, before the 
locomotive enters the crossing. It shall 
not constitute a violation of this sec-
tion if, acting in good faith, a loco-
motive engineer begins sounding the 
locomotive horn not more than 25 sec-
onds before the locomotive enters the 
crossing, if the locomotive engineer is 
unable to precisely estimate the time 
of arrival of the train at the crossing 
for whatever reason. 
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